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DROPOSITORY 



"DROPOSITORY" IS 
A REGISTERED TRADE 
MARK 


PATENTS PENDING 


PAYMENTS 


Improvement and New Development-The Dropository 
Corporation is continually developing improved 
methods and equipment. As this brochure goes to 
press, other "DROPOSITORY" units are in an advanced 
stage of development. 


Definition of "DROPOSITORY" 

A means of depositing envelopes or other objects 
in a Repository (receiving container) without open¬ 
ing same. The "DROPOSITORY" may be in an area 
remote from the Repository. 


ARCHITECT: 

To save your time all detail drawings are 
scaled 1 Vi" = V (Except as noted). 


Me MOSLER DROPOSITORY 
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PAYMENTS MODELS 



| NOTE: Locate Hopper Pull Knob 48" to 54" 
! above grade where possible. Layout Sheets 
available without obligation. 


DEPOSITORY UNITS 


For Public Utilities • Savings and Loan Associations • Insurance 
• Banks • Finance Companies • City, County, State, and 
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^PROOF DEPOSIT 
/HOPPER OPERATES 
IN THIS SPACE 


Model 

Vertical — 
Unit — One 


1.0.L.80-5 

One Envelope 
Deposit Hopper. 
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PAYMENTS 
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Model 456 

One Envelope Unit Only (for 
use where a deposit hopper 
is not required). 
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Model 85 

One Deposit Hopper Only 
(for use where an envelope 
unit is not required). 
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PAYMENTb 


PAYMENTS 


DEPOSIT 

HERE 


Model 85-456 

Horizontal — One Envelope 
Unit — One Deposit Hopper. 



Companies • Credit Stores 
Federal Collection Offices. 

Envelope Unit No. 456—4 

The PULL flap of an envelope 
moves into easily reached posi¬ 
tion when the "T" handle is 
pushed or turned in EITHER 
direction. (Once withdrawn 
the envelope cannot be re¬ 
inserted in the supply com¬ 
partment by mistake.) ■ — — - - 

The envelope supply may be 
replenished through the open 
top of the housing from inside 
the premises—or—from outside 
through the key locked door. 
Supply compartment holds over ■■ 
200 envelopes. The deposit 
hopper or chute cannot be en¬ 
tered from the envelope supply 
compartment. 

An adjustable rear guide per- 
* mits envelopes of several 
lengths to be used (not inter¬ 
mixed). Ask for envelope il¬ 
lustration sheet. 

All parts of the dispenser are 
stainless steel, bronze, or other 
corrosion resistant materials. 

No servicing is required. 


Deposit Hopper No. 85 

The hopper receiving mouth is restricted in size to 
%" by 4 Va". The throat, however, will accept an 
object much larger and therefore cannot be jambed. 
Any attempt at jambing the hopper throat would 
be clearly visible. 

"FISH-PROOF" protection is made possible by the 
action of steel baffle fingers, interlocking with baffle 
teeth. The baffle finger assembly is cadmium plated. 
The hopper pivots on a !4" dia. stainless steel bearing. 
The square knob on the hopper front cannot loosen 
or turn. 

Facing Frames 

The Facing Frames are normally furnished in alumilited 
aluminum or bronze with satin finish. 

Specifications—"Dropository" Housings 

The housings of all units are 16 gauge paint grip steel. 
A flange, drilled and tapped for bolting to a Re¬ 
pository or Extension Chute, is REMOVABLY attached 
to the housing. Anchor studs are provided with each 
unit fo simplify installation. 
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Chute Extensions 

Chutes of the required length are used 
in extending the "Dropository" throat 
through thick walls or in other situa¬ 
tions where the Repository is remotely 
located. Removable "Bolting Flanges" 
are attached to each end of the chute. 
Two types are regularly furnished, as 
illustrated here. 


PAYMENTS 


DEPOSIT 

ENVEtOPE 

here 


Model 85-2-456 

Horizontal — Twp Envelope 
Units — One Deposit Hopper 
— Holds over 400 envelopes. 
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DROPOSITORY 
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REPOSITORY 

Chute entering top 
of Repository. 





























































































































































































They will save time in preparing layouts of 
Dropository and Repository units for repro¬ 
duction as blue or white prints. 


REPOSITORY UNITS 
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RECEIVING CONTAINER 


TWO STANDARD SIZES - OR SPECIAL SIZES FROM STANDARD PARTS 

Slight Variations from Standard — or — Minor Dimension Changes to Suit Your Needs 




Standard 
Equipment 
in ail 

Repositories 

unless 

otherwise 

specified 


No. 


89—Repository Door and Frame Unit 
A detachable assembly 





Model B-2412 

For mounting on a wall or for plate 
glass installation. 


Specifications— 

No. 89 Door and Frame Assembly 

Steel castings of high quality, 5/16" thick, form the 
door and frame members. The door is attached to 
the frame with a heavy steel hinge which is com¬ 
pletely invisible on the outside and inaccessible to 
burglary attack. The design of the frame and door 
affords a considerable degree of resistance to forci¬ 
ble entry. Opening out and downward, the inside 
surface becomes a convenient shelf. Locking is by 
a three-tumbler combination lock equipped with a 
reinforced bolt. Bolts, with heads accessible through 
the open door, secure the assembly to the repository 
opening. 

The locking dial can be made removable if speci¬ 
fied, at small extra cost. Key lock furnished if 
specified. 


For Special Applications 

May be Ordered Separately. The door 
to a repository is its most essential and 
vulnerable element. The No. 89 door 
and frame assembly is a complete unit 
which can be placed in a repository of 
the size and shape dictated by avail¬ 
able space, WITHOUT INVOLVING 
SPECIAL CONSTRUCTION. Larger doors 
on request. 
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Model BR-2412 

For recessing into a wall 
is plastered or paneled, ex 
ing only the door portion. 


Specifications Repository Housings —Unless otherwise specified. Repository housing will 
be made of 14 gauge Paint Grip Steel, electric arc welded at the seams and ground smooth. The 
unit is thoroughly cleaned and painted a base coat of zinc chromate primer. The inside painted 
aluminum. The Repository front is embossed to receive the frame of the No. 89 door and 
frame assembly. 



IMPORTANT 

The 'DROPOSITORY' or extension chute unit can be 
bolted to the Repository at any point. Unless otherwise 
specified, the opening will be cut in the Repository top 
center, adjacent to the back as illustrated right. Small 
variations easily made on the job. 



REPOSITORY 

Chute entering back 
or side of Repository. 


























































































INSTALLATION 





INTERIOR TRIM 

1 / FLANGE v 


PLATE 

GLASS 


The INTERIOR TRIM FLANGE illustrated in "Ex¬ 
ploded" form above, permits the "DROPOSI- 
TORY" to partially support a plate glass panel. 
The attachment clips and cork seal strips are 
included with each unit. Finish of the Flange 
matches the face of the "Dropository". Applic¬ 
able to all "PAYMENTS" models; also 615FR, 
1112FR, and 712FR units. 

"WATERPROOFING" 

Supplied ONLY when requested 

Installations in locations exposed to rainfall, 
require the modification illustrated below to pre¬ 
vent water from 
seeping into thte 
envelope supply 
compartment. 

Hood of Stainless 
steel or bronze 
prevents entrance 
of water above en¬ 
velope door. 

Clear flexible 
PLASTIC curtain 
protects envelope 
withdrawal open¬ 
ing. Curtain easily 
replaced. 




gf^kMosler" 
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ANCHOR STUDS 

Two (or four) anchor studs are attached to 
each DROPOSITORY unit. They may be used 
to anchor-or-tie the "DROPOSITORY" tightly 
into the wall, partition or plate glass panel; 
This assures a weather tight seal between 
the front flange and the building surface. 
.- Two methods are illustrated. ■ 



Plate Glass Installations — are enhanced in 
appearance with a finish plate matching the 
face of the DROPOSITORY. The plate is 
etched with "your message" and attached to 
the back of the Repository as illustrated 
above. 


INSTRUCTIONS 


WALLS- 



. « , 
REMOVABLE FLANGE 

, BOLTS TO REPOSITORY 
OR CONNECTING CHUTE 


A typical WALL installation of "DROPOSI¬ 
TORY" No. I.O.L.80-5 is illustrated above. 
Anchor rods furnished upon request. Installa¬ 
tions in exposed areas must be caulked. 
Space for caulking compound is built into the 
front flange. Applicable to all "PAYMENTS" 
models, and all units for Books, Packages, 
Mail, etc. 


DO NOT FAIL TO CAULK EXPOSED 
INSTALLATIONS. 


NOTICE - "DROPOSITORY" units containing 
an envelope dispenser require circulation of 
ROOM AIR in the envelope supply compart¬ 
ment. The equivalent of a W' diameter open¬ 
ing located above the compartment is usually 
sufficient. 

An access opening to permit refilling envelope 
supply compartment from inside the prem¬ 
ises should be provided if feasible. 


ROTARY DROPOSITORY - - - FOR MAXIMUM PROTECTION AGAINST BURGLARY 


HEAVY STEEL 

Burglar Resistant Dropositories 

The steel thickness of the Roters and Roter 
Housings is not less than 3 /s" (%" around the 
openings). The high quality steel castings of 
these units are impervious to attack with 
sledge hammers, wedges or other burglar 
tools. 

The drawings indicate the handle and roter 
positions of both models in open (receiving) 
position. Release of the handle allows the 
roters to automatically return to closed 
(emptying) position. A removable spring in 
Model 46-10 and the counter balance design 
of the roter in Model 15-10 causes this auto¬ 
matic closing. 

Positive cushioned stops prevent the rotors from 
turning beyond correct receiving or emptying 
positions. 

Connecting chutes to a Repository are available 
as required. 


Custom-built repositories to suit conditions 
are available. Give dimensional data and 
type of user. A recommendation based on 
30 years experience will be furnished. 


Model 46-10 For objects up to Model 15-10 

4" x 6" x 10!4" I For objects up to 

I l'/V' x 5W X 10!*" 
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A DEPOSITORY-REPOSITORY UNIT WITHOUT A DOOR 
FOR CHURCHES: To encourage use of weekly envelopes — Increase tray collections 


I 



Accessible A Visible at each Aisle 


Bolts to floor adjacent to aisle; Nests into rear pew. 
Occupies no useful floor space. "Fishing" prevented 
by eight interlocking baffle fingers. Automatically 
locks when upper section slides into closed position. 
Attempts to force lock will cause automatic relock¬ 
ing. Burglary attempts will jamb slide locking unit 
even tighter. 


Dropository Automatically Locks in Closed Position 



THE HEAVY STEEL, INTERLOCKING, SLIDING TRACK SECTION IS A BASIC ELEMENT 


MAY BE USED IN PLANNING DROPOSITORY-R E POSI TORY INSTALLATIONS TO MEET YOUR SPECIFIC REQUIREMENTS. SEE TYPICAL EXAMPLES 

GENERAL SPECIFICATIONS 





FOR DRIVER COLLECTIONS: Bolted to the truck, or in a wall at a central office. 


Dropository Automatically Locks in Closed Position 




MODEL 85 TR-A FOR DRIVER COLLECTIONS OR UTILITY COMPANIES - CHURCHES 
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5T7TC 


For LIBRARIES PUBLIC • SCHOOL • COMPANY 




Model *712SDnot recommended as an only "Book Depository, 
due to the maximum width of books being limited to 6%". 


• FRONT FRAME, Alumilited Aluminum or Bronze, Satin Finish. Stand¬ 
ard Face Wording "BOOK DEPOSITORY" 

• DEPOSIT HOPPER, "fish-proof", with "PULL" Handle, complete with ^ 

Sides, Top and Stainless Steel Bottom. 

• HOUSING, complete with Baffle Fingers. Stainless Steel Chute forms the Slow Down Projection"which delivers the books in a horizontal position to conveyor, 
book truck, table or other. 


The complete Model *1112SD as illustrated, is a basic unit de¬ 
signed specifically and primarily (through years of research with 
Librarians and Architects) for the return of books "after hours. 

Installation easily made (see Installation Instructions) in walls, 
doors, or panels (Masonry, Wood, Metal, Glass, etc.), from 
to 12" thick. NOTE: The 12" depth of the housing may be 
increased, but any reduction would cause the sacrificing of one 
or more of the important features detailed below. 


FRONT 

VIEW 


Detailed Drawing, Photographs and Descriptive Data of this model, also apply to other "all PURPOSE" models. 


16 ' 


BOOK DEPOSITORY 


PULL 


T 

o> 

! 


12 J/2 


CAPACITY 

The No. 1112 Deposit Hopper clear 
opening is 11 !4" wide x 3" high. 

Note the Relative Position of the 
Hopper Bottom and Deposit Open¬ 
ing. 

Because Books must be placed in the 
hopper at an angle; (about 23 degrees) 
thin books may be of greater length 
than thick ones. See examples below. 

A— 2W thick—May be up to 12" Long 

B—2" thick—May be up to 14" Long 

C—1V 2 " thick—May be up to 16" Long 

D—3" thick—May be up to 4Vi" Long 



NOTE: Any change in 
size and/or shape of 
this unit may affect it's 
resistance to “fishing" 
or its capacity to ac¬ 
cept the maximum size 
object. LARGER AND 
SMALLER SIZES ARE 
AVAILABLE. 


INTERIOR OPENING 
DIMENSION changes 
to 71 / 2 ", rear panel to 
14V2" whenever SLOW 
DOWN PROJECTION is 
omitted from the “all 
PURPOSE" models. 


^ ’stow powm'Vwoject^^ 


THE'SLOW DOWN'PRE VENTS BOOK DAMAGE BY 
DELIVERING THEM IN HORIZONTAL POSITION 
TO A CONVEYOR OR BOOK TRUCK. 


The dimensions of the housings 
indicated in the drawings (left) 
provide a maximum of protec¬ 
tion against "fishing" while at 
the same time permitting books 
16" or more in length by 11 !4" 
wide* to be deposited. It is 
recommended, when possible, 
to utilize the maximum capac¬ 
ity of the unit by specifying 
the standard dimensions, shown 
in the'drawings. 

Hopper closes against a P- 
shaped neoprene seal at the 
top and a metal water block 
at bottom to prevent entrance 
of water during rainfall. 

*The dimension chart illustrates 
Model 1112. Model 712 is iden¬ 
tical except all width dimen¬ 
sions are reduced 4V2". 

SPECIAL FLANGES for interior 
opening trim and extensions 
for Housing and Chute can be 
fabricated to suit. 






AUTOMATIC GRAVITY TYPE BOOK CONVEYORS may be used as a BOOK TRUCK 

Safely moves Books away from the "BOOK DEPOSITORY" chute. BOOKS can be stored on the CONVEYOR. 

BALL-BEARING ALUMINUM ROLLERS, activated automatic¬ 
ally by books coming out of "Book Depository." An incline 
of 8 to 10 degrees is adequate. 

THE GRAVITY-TYPE CONVEYOR, illustrated is available in 
lightweight 5' sections, which can be set up in a 
run, and a Special Exclusive "Dropositroy" feature 
set-up for 90 degree turns. 

SUPPORTING LEGS, can be made stationary, or folding for 
easy storing when not in use, and with casters which will 
permit easy moving and positioning of the Conveyor 
Sections. 



































































DEPOSITORY UNITS 





MAIL • PACKAGES • FILM • DRUGS 


for all PURPOSES and all HOURS • for all BUSINESSES and INSTITUTIONS 

Hospitals • Laboratories • Drug Houses • Film Companies • Insurance Companies 
Public Utilities • Savings and Loan Associations • Banks • Finance Companies 


*THE DEPOSIT HOPPER is a complete unit with sides, 
top and stainless steel bottom. Hopper pivots on 
stainless steel bearing. 

** THE HOUSING has steel Baffle Fingers built in, and 
the Bottom is Double Thickness 16 ga. Steel, with 
the Top Layer Stainless Steel. 


INNER FLANGES and CHUTES will be fabricated to suit the re¬ 
quirements of each job when specified. 

ANCHOR STUDS and ANCHOR RODS, standard on all models 
(see installation instructions). 

REPOSITORY UNITS, if required, will be quoted upon receipt 
of requirements data. 


FRONT FRAME AND 
HOPPER without hous¬ 
ing, chute, or Baffle Fin¬ 
ger Assembly. Will re¬ 
ceive an object up to: 


Model 

Thick 


Wide 

1112WH 

3V2" 

X 

1114' 

712WH 

3V2" 

X 

6 3 /4' 

615WH 

5": 

X 

1514' 


"WH" Models 


STANDARD MODELS 1112 and 712 


DEPOSITORY HOUSING is fab- 
ricated of 16 gauge Paint Grip 
Steel, electric arc welded at 
the seams and ground smooth. 
The unit is thoroughly cleaned 
and painted a base coat of zinc 
chromate primer. 

FRONT FRAME, Alumilited alum¬ 
inum or Bronze, Satin finish. 
DIMENSIONS are same as De¬ 
tailed Drawing on opposite 
page. 


"FR" Models 

FRONT FRAME AND 
DOOR, Top Hinged, NO 
Hopper (see detailed 
drawing below). Will re¬ 
ceive an object up to: 


Model 

Thick 


Wide 

1112FR 

4%" 

X 

1 1 %' 

712FR 

4%" 

X 

714' 

615FR 

6!4" 

X 

1514' 


23b 


The Standard Model 1112 and Model 712 "Dropository" units consist of three basic sections: 

(1) THE FRONT FRAME with Standard Face Wordings as shown (Special Engraving Extra) 

(2) THE DEPOSIT HOPPER* "fish-proof" with Front and "PULL" Handle to match Frame 

(3) THE HOUSING** with Stainless Steel Chute, with or without Slow Down Projection 


CLOSED 


OPEN 


(These Models ideal for "MAIL" use in Residences, too) 


THREE STANDARD SIZE FRONT FRAMES 


Face Wording May Be Changed 
or Omitted 


zo 


DEPOSITORY 


Opening Size 7" x 1514" 


NEW EQUIPMENT 

Other equipment not shown 
here is in process of 
development 

Please state your problem 


LETTERS 

T 

MAIL 

Opening Size 


'i 


Opening Size 

514" x 12" 


Os 

1 


5!4" x 7 Vi" 


I 



Model 615 (frame only) 

(Special Hoppers and Housings Made to Order) 


Model 1112 (frame only) Model 712 (frame only) 

(Standard Hoppers and Housings Shown on Above Models) 
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COMPLETE SELF-SERVICE UNIT 


A customer convenience located in retail stores, banks, etc., to receive payments of Utility bills, etc. 

The "DROPOSITORY" Payment Counter is a completely self-contained unit including an 
envelope supply compartment, with a "one-at-a-time" dispenser—Convenient writing 
surface—Fool-proof deposit hopper—Repository (safe)—and as optional equipment, a 
Sign Holder and Hook to hold a shopping bag or purse. 


• Costs to Utility Company reduced — NO fee to agent 

• Customer serves himself — no waiting 



• Records deposit — Customer writes data on envelope 

• Responsibility "pinpointed" — deposits handled ONLY 
by customer and authorized company collector 

• Increases traffic in agents store 

• Agent's time not required in making collection 

• Saves floor space — Approximately 1 square foot required 

• Portable — Floor-Anchor permits fast re-location as required 


EASY TO USE 


(A) Turn knob withdraw (B) Write required data on (C) Deposit envelope, 

envelope — (supply com- envelope — insert payment 

partments hold 200 empty seal, 
envelopes). 

OPTIONAL EQUIPMENT — Sign Holder with purse hook as shown in the above photos. 


SPECIFICATIONS - Standard "DROPOSITORY" units No. 85-456 and 85-2-456 regularly in¬ 
stalled in walls and plate glass windows are utilized in these "PAYMENT COUNTER" models. 
A steel housing to provide uninterrupted exterior surface is added to the units. They may be 
bolted on a Repository of the size and type required. 

The "DROPOSITORY" unit may be bolted on the standard Repository as illustrated — or — 
facing in the opposite direction — This may be easily changed at any time by removing and 
replacing four bolts. 

FINISHES: The fronts are normally furnished in Alumilited Aluminum or Bronze satin finish. 
HOUSING: Exterior finish, neutral gray lacquer. Heavy gauge steel. Inside finish aluminum 
lacquer. 


P.C. 85-456 P.C. 85-2-456 

Description—42" high, 15" wide, 10" deep Description—42" high, 21" wide, 10" deep 

Each "PAYMENT COUNTER" model is a two part unit; a "Dropository" and Repository. The "Dropository" is 
priced separately and may be purchased without a Repository. See Equipment Price List. Two standard size 
Repositories are regularly furnished, however, special sizes or shapes are available at small additional cost. 


Floor-Anchor Description — The "Payment 
Counter" may be permanently attached to the 
floor with lag screws — or — may be remov¬ 
ably attached by use of the "Dropository" 
Floor-Anchor attachment (see illustration). 
This device permits a very solid anchorage 
of the "Payment Counter" but can be removed 
within 30 seconds after unlocking and open¬ 
ing the Repository door. 


S/,e MOSLER DROPOSITORY 


GRANDVIEW, MISSOURI . . . Telephone: (Kansas City Exchange) SOuth 1-891 1 
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